
Table 153.065-I: Building-Mounted Sign Requirements 

 

BSD Historic Core District; 

and BSD Public and Historic 

Transition Neighborhood 
Districts within the 

Architectural Review District 
boundaries 

All Other BSD Zoning Districts 

Wall Sign 

Number Refer to §153.065(H)(6)(d). 
Refer to §153.065(H)(6)(a) through (c) for 
requirements based on building type.  

Size Maximum 8 sq. ft. 
½ sq. ft. per each lineal foot of building 
wall or storefront width up to a maximum 

of 50 sq. ft.  

Location 

On walls facing a public street  

For multiple tenant buildings, signs shall be located on the portion of the wall 
associated with the tenant space or storefront, and/or within 6 ft. of the 

common public entrance, where not associated with a storefront. 

Wall signs shall not extend more than 14 inches from the face of the structure 

to which it is attached unless determined by the required reviewing body to 
address unique architectural conditions associated with the building on which 

the sign is mounted. 

Height 
Maximum 15 ft., and shall not 

extend above the roofline.  

Located within the first story as 

appropriate to each building type of 
§153.062(O) and shall not extend above 

the roofline. 

Wall signs for Existing Structures shall 

maintain a maximum height of 15 ft., and 

shall not extend above the roofline. 

Awning Sign 

Number Refer to §153.065(H)(6)(d). 

Refer to §153.065(H)(6)(a) through (c) 

for requirements based on building type.  

Only 1 sign permitted per awning, 

regardless of the number of tenants or 
storefronts. 

Size 20% of the cumulative surface of all awnings, not to exceed 8 sq. ft. in total. 

Location 
Awning signs may be on any portion of the awning, and affixed flat to the 
surface and shall not extend vertically or horizontally beyond the limit of the 

awning. 

Height 
Maximum 15 ft. 

Located within the first story as 
appropriate to each building type of 

§153.062(O). 

The lowest portion of an awning sign shall be at least 8 ft. above the sidewalk. 

Projecting Sign 



Table 153.065-I: Building-Mounted Sign Requirements 

 

BSD Historic Core District; 

and BSD Public and Historic 

Transition Neighborhood 
Districts within the 

Architectural Review District 
boundaries 

All Other BSD Zoning Districts 

Number Refer to §153.065(H)(6)(d). 
Refer to §153.065(H)(6)(a) through (c) for 

requirements based on building type. 

Size Maximum 8 sq. ft. Maximum 16 sq. ft. 

Location 

For multiple tenant buildings, within 6 ft. of the principal entrance, as 
measured horizontally along the building façade. Projecting signs shall be 

separated by at least 10 ft. from another projecting sign, as measured along 

the building façade. 

Projecting signs shall not extend more than 6 ft. from the face of the structure 

to which it is attached and maintain at least 8 ft. of clearance above the 
sidewalk.  

Height 

Maximum 15 ft., or not extending 
above the sill of the second story 

window, whichever is lower.  

Located within the first story as appropriate 
to each building type of §153.062(O) and 

shall not extend above the roof line. 

The lowest portion of a projecting sign shall be at least 8 feet above the 

sidewalk. 

Window Sign  

Number Refer to §153.065(H)(6)(d). 
Refer to §153.065(H)(6)(a) through (c) for 

requirements based on building type. 

Size 

20% of the cumulative surface area of the window to which it is attached, not 

to exceed 8 sq. ft. Window panes separated by muntins shall not be counted 
separately as windows but shall be included in the cumulative total square 

footage of window area. 

Location 
Ground floor only, except as 

permitted by §153.065(H)(6)(d)4.  
Ground floor only 

General 

Window signs shall only be permitted in lieu of display signs affixed to a 

window. Refer to Table 153.065-K, Requirements for Other Permitted Signs, 

for Display Sign Requirements.  

 


